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Humidity Chamber

Technical Specification

Temperature R&AGeto 60 °C

Humidity RAO®H&RH to 95%RH

Accurat9:2 °€2.0 % RH

Uniformrity0 °@3/0 % RH

Test suitab2B8°®™& 60%RH, 30°C & 65%RH,
40°C & 75%RH, 30°C & 75%RH

Specially designed chambers for Low HumidiRHondit
40°C & 25%RH , 30°C & 35%RH.

Features

Construction
Chamber Interior is fabricated of staintéss ist@él with
stainless steel / G.I. Powder coated. The inmeurworki
tight high-grade stainless steel. All seeadnfoa rstrarncg th
& durability.

Full View Glass Door
A multi pane viewing door prevents condenmsarti®&n & a
outer doors are sealed around the entire Iperigmestleatb:

Leveling Legs
Bullet feet ensure easy mobility durirg fastadfr@&tion &
specially designed for long life under he aqwyt hoeardt .witl

Trays

Heavy duty solid stainless steel duly elexsrarpolishec
provided which are easy to clean, time & efforts savi
convenience.

21 CFR PART-11 Compliance
Log data, Event data, Audit Trail data, Ec&Rlezoatyss & E
& Data acquisition.

Optional Features

STAND BY REFRIGERATION SYSTEM
STAND BY STEAM GENERATOR SYSTEM
SCANNER

GSM TECHNOLOGY

HOOTER SYSTEM

EXTRA TRAY




Sizes

Models

MK*-2(

-40H

K*-60H

Humidity Chamber
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MK*-80H *ME&f0{HWOH MERKOH **MEK30

Features
Interior Dime

Width in m

nsion

200 L

PO Ltrs

600 Lt

S 800|Ltrs 1000 Ltrs 1000 Ltrs

Depth in n

Height in f
Exterior Dime

Width in m

ns

m

ion

760

Depth in n

m

1030

Height in i

No of Tray

nm

1450

Type

Wiremesh Type

Tray Spac
Power Supply

Power Sup

Every % Adjusta

Single Phase, 230V 50Hz

Power Rat

4 KW 4KW 4KW

Warranty

12 Months

Other sizes also available as on requirement.

Material of Constru

Interior

Exter|

S$.5.304 Du

IGEiniBhwde

S$S.S5.304 Du

ISE$nBsO¥ Du

NOTE:
MK* :-
MK**-S

S$S.S.316 Du

ISEF$nBsO¥ Du

MK1 / MK2 / MK3
:- Split type Condensing Unit

MK**- S200H & MK**- S300H are Panel & Trollety type (Split Type Condensing Uni
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